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Foundations
Cushion Vinyl

PRODUCT INFORMATION
Classification EN ISO 10874 21
Total Thickness EN ISO 24346 2.00mm
Wear Layer EN ISO 24340 0.20mm
Wear Layer Treatment Natural Feel
Total Weight EN ISO 23997 1310 g/m2

Backing Felt
DIMENSIONS

Width 2m               3m 4m
Standard Roll Length 30m            30m 30m
Weight of Roll 85kg             128kg 170kg

TECHNICAL INFORMATION
Slip Resistance EN 13893 DS
Slip Resistance Rating EN 51130 R11
Flammability EN 13501 Cfl - s1
Underfloor Heating ISO 717 Suitable
Acoustic Insulation ISO 717 17 dB
Thermal Conductivity EN 12524 0.25 W/ mK
Heat Insulation EN 12524 0.0088 m2 K/W
Chemical Resistance EN ISO 12466 Very good
Warranty EN ISO 26987 5 Years

The warranty covers manufacturing defects and early wear due to normal residential use.
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FCV/03 - Epping

FCV/01 - New Forest FCV/03 - Epping FCV/05 - Kingston

FCV/08 - Friston FCV/09 - Hamsterley FCV/02 - Sherwood

FCV/04 - Ashdown FCV/07 - Tollymore FCV/10 - Delamere

FCV/06 - Broadrock
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