
Thickness 8mm

Surface Soundness TS EN 13329 / TS EN 311 ≥ 1.25

Thickness Swelling TS EN 13329 ≤ % 18

Humidity TS EN 322 % 4 ≤ H ≤ % 10  
Hmax – Hmin ≤ % 3

Free Formaldehyde Amount TS EN 12460-3 E0: ≤ 1.75  
E1: 1.75 < x ≤ 3.50

Dimensional Stability  
(Variations after changes  
in relative humidity)

TS EN 13329 / TS EN 318 SIaverage ≤ 0.9, SWaverage ≤ 0.9,

Abrasion Resistance TS EN 13329 ≥ 4000

Small Diameter Ball  
Impact Resistance TS EN 13329 / TS EN 438-2 ≥ 35mm

Large Diameter Ball  
Impact Resistance TS EN 13329 / TS EN 438-2 ≥ 600mm

Resistance to Staining TS EN 438-2 5 (group 1 ve group 2), 4 (group 3)

Effect of a Castor Chair TS EN 425 15,000 cycles – no damage

Effect of a Furniture Leg TS EN 424 No damage shall be visible

Appearance, Surface Defects TS EN 438-2 Minor surface imperfections as described in EN 438

Static Indentation TS EN ISO 24343-1  ≤ 0.05

Light Fastness TS EN ISO 4892-2 Not worse than 4

Locking Resistance ISO 24334 FI ≥ 1 kN/m  
FS ≥ 2 kN/m

Product Information

1 Piece: 0.231 m2  
Package: 8 pieces  
1 Package: 1.85 m2  
Package Weight: 14±1 kg

Specifications
EN 13329 Laminate Flooring

THICKNESS  EASY CLEAN  RESIDENTIAL 
GUARANTEE

EASY FIT  24HR  
SPLASHPROOF

Havana Plank



V-Groove Yes

Class of Use AC4 – Class 32

Density TS EN 13329 920 ± % 3

Dimensions 192.6 x 1200

Warranty Period Residential: 15 years  
Commercial: 10 years 

Fire Resistance TS EN 13501 CFL – S1

Thickness of Element TS EN 13329 Δtaverage ≤ 0.50, tmax – tmin ≤ 0.50

Width of the Surface Layer (W) TS EN 13329

ΔWaverage ≤ 0.10  
ΔIaverage ≤ 0.10  
Wmax – Wmin ≤ 0.20  
Lmax – Lmin ≤ 0.20

Length of the Surface Layer (I) TS EN 13329 I ≤ 1500: ΔI ≤ 0.5mm  
I > 1500: ΔI ≤ 0.3mm/m

Squareness of the Element (q) TS EN 13329 qmax ≤ 0.20

Straightness of the Surface Layer (s) TS EN 13329 smax ≤ 0.30

Flatness of the Element (f) TS EN 13329

fw, concave ≤ % 0.15  
fw, convex ≤ % 0.25  
fl, concave ≤ % 0.50  
fl, convex ≤ % 1.00

Opening Between Elements (O) TS EN 13329 Oaverage ≤ % 0.15  
Omax ≤ % 0.25

Height Difference Between Elements TS EN 13329 haverage ≤ 0.10  
hmax ≤ 0.15

EN 13329
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